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FLOWGATE ANALYSIS REQUEST

	
	Transmission Services

	
	



	Please fill out the form completely and email as an attachment to: NERCATCStandards@bpa.gov.


	Note: Please include Flowgate Analysis Request in the Subject Line of the email.

	
	Date:
	     

	

	I. CONTACT INFORMATION

	a. Company Name
	b. Contact Person(Name)
	c. Job Title
	d. Work email address
	e. Work Phone Number

	     
	     
	     
	     
	     

	f. Alternate Contact (Name)
	g. Job Title
	h. Work email address
	i. Work Phone Number

	     
	     
	     
	     

	II. FLOWGATE ANALYSIS REQUEST CRITERIA

	For BPA to initiate an analysis to include a limiting Element/Contingency combination as a Flowgate, you must be able to answer “Yes” to all of the following:

	Yes
	No
	

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Transmission Services Provider (TSP) uses either the Flowgate Methodology or Area Interchange Methodology.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	The limiting Element/Contingency combination is within the WECC base case.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Any generator within the TSP’s area has at least a 5% PTDF or OTDF impact on the Flowgate when delivered to the aggregate load of the TSP’s own area.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	A transfer from any Balancing Area within the TSP’s area to a Balancing Area adjacent has at least a 5% PTDF or OTDF impact on the Flowgate.

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	The limiting Element/Contingency combination is included in the TSP’s ATC methodology.

	III. LIMITING ELEMENT/CONTINGENCY COMBINATION SPECIFICS

	a. Limiting Element/Contingency Combination
	b. Ratings of Facilities Involved

	     
	     

	c. System Conditions of Concern
	d. Time of Year When Conditions Occur

	     
	     

	e. Additional Comments

	     

	IV. BPA USE ONLY

	a. Date Received
	b. Assigned To
	c. Date Completed
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